~— —

- XT3L

WIRELESS DOOR CHIME -
DiBi Flash

FLASH

FLASH LIGHT
>

Canl
200m

SIGNAL RANGE

url

X
X6 RINGTONES

9

P44
DEGREE
OF PROTECTION

LOW BATTERY
WARNING

@

X1CR2032

i

(0 £5

HOTLINE GUARANTEE

EARS

Wireless chime 200m with flashing light function to switch to
silent mode.

Volume and ringtone control to allow you to adapt the atmosphere to any
situation. The soft touch finish and various colours will perfectly match
your interior. The new Low Power Alert function alerts you in case of low

battery so you don't miss any visitors.




- Silent mode with integrated LED flash

- 6 high quality Extel ringtones

- Mobile chime for table or wall mounting

- Customizable ringtone for each transmitter to identify your entrances

- Low Power Alert function to be informed by a simple flash in case of low battery on the chime or transmitter

side

- Upgradeable platform for up to 4 chimes and 4 transmitters (call button, motion detector, door/window
opening detector or universal extension)

- llluminated call button

wiring
max. distance

ringing

chime characteristics

transmitter characteristics

settings

finish

electrical features

battery characteristics

operating temperature

use

product features only

kit features

standard and certification

- 1chime (batteries not included)
- 1 call button (battery included)
- 1rain shield

wireless

200m in free field - frequency 433MHz

6 Extel ring tones
sound level: 85dB

mode: ringtone | flash (silent] | ringtone + flash
nb flash colour : 1

max number of transmitters : 4

low battery alert : Yes (flash + beep)

USB charger : No

mounting : wall or table

)

200 m**
433,92 MHz

max number of receivers: 4
illuminated call button: Yes

lighted label holder : Yes

low battery waming : Yes (flash + beep)
mounting : wall-mounted

ringing volume + ringing mode

Chime: plastic (colour according to article number)
chime: soft touch plastic (colour according to article number)
transmitter: white and grey plastic

chime: 3 x AA (LRO6) [not included)
Transmitter: 1 x CR2032 (included)

1x CR2032 (included)

-10°C [ 55°C

chime: indoor
transmitter: outdoor (IP44)

dimensions chime: 90 (h) x 90 (w.) x 35 (d) mm
dimensions transmitter: 50 (h) x 75 (w.) x 29 (d) mm
weight : 0,18kg

dimensions: 210 (h] x 150 (w) x 44 (d) mm
weight : 0.32kg

CE. RoHS, REACH

optional accessories

diBi Moov + diBi Flash
Motion detector diBi Plug
diBi Kit
diBi MP3
diBi Charge
diBi Flash
diBi More Soft black
Universal extension
diBi Flash

Soft black | orange

diBi Flash
Soft brown

diBi Contact +
Door|window contact

diBi Push +
Call button

diBi Flash
Soft blue [ grey
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DiBi Flash Soft
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DiBi Flash Soft
Brown Grey
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DiBi Flash Soft
Black & Orange
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