
MINI ALARM 
WITH KEYPAD
Includes a door opening detector with keypad and built-in siren

Ref.100029

SECURE YOUR HOME AND YOUR LOVED ONES
Find out about this mini alarm with its door opening detector. Avidsen’s multi-purpose Small Codeguard mini alarm 
has a built-in keypad and 120 dB siren. Ideal for protecting your interior, garage, shed, caravan or office. You have 4 
zones with 4 operating modes and the option of activating or deactivating the alarm via its built-in keypad.
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\\  PRODUCT BENEFITS
- Built-in keypad: makes it easy to activate or disarm the alarm.
- High sound power: built-in 120 dB siren to deter intruders.
- Stand-alone product: compact, stand-alone device, active without 
depending on another system.
- 4 multi-purpose zones:

• Zone 1 - Normal mode: The mini-alarm only works when armed. 
Once armed, if a sensor is activated, it triggers the alarm.
• Zone 2 - Emergency mode: Regardless of the mini-alarm status, 
when a sensor is activated in this zone, it triggers the alarm. 
• Zone 3 - Chime mode: regardless of the mini-alarm status, when 
a sensor in this zone is triggered, a bell rings by way of notification.
• Zone 4 - Welcome mode: In disarmed status, when a sensor in 
this zone is triggered, a “welcome sound” goes off. 
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Ref. 100029

\\  KIT CONTENTS

\\ COMPATIBILITY

- 1 mini alarm with built-in keypad
- 2 LR03 AAA batteries

Compatible with 40 accessories, including 
10 per zone (ref 100027 and ref 100030) 
and 10 remote controls (ref 100032).
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