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Sona-T Plug in Kinetic

WIRELESS, PLUG-IN DOORBELL,
WITHOUT BATTERIES

150 m open air range, flashing light function

Ref.102518
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Plugs directly into
a standard socket (230V)
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WIRELESS 150 M 36 ADJUSTABLE FLASHING PLUG-IN WITHOUT
RANGE MELODIES VOLUME FUNCTION DOORBELL BATTERIES

MAKE IT EASY TO WELCOME YOUR GUESTS.

Intuitive and with a range of 150 metres, the Sona-T plug in Kinetic doorbell plugs into a standard electrical socket.
With a wide choice of 36 melodies, you can customise its tune to best suit your lifestyle. You can also be alerted by
the luminous halo around your doorbell, which emits a visual signal when someone rings. Lastly, with to its Kinetic
technology, you don’t need batteries or to plug it in for it to work!
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150m — -
Wireless Open air range of 36 melodies Adjustable Flashing The doorbell The button
150 m to choose from melody light plugs works without
volume function into a batteries
230 V socket

\ PRODUCT BENEFITS

- Easy to install: simply plug the doorbell into an electrical socket, while the call button
is mounted on the outside pillar of your property. The maximum distance between the
two is 150 metres in open air.
- Customise your melody: choose your favourite tune from a wide selection of 36
melodies and set the volume to 5 different sound levels.
- Customise your alert: choose between an audible alert, a visual alert with the blue
LED flash or a combination of both.
- Integrated LED flash.

\ WIRELESS BUTTON, NO BATTERIES:
KINETIC TECHNOLOGY

Mechanical energy, created when the button is pushed, is transformed into
enough electrical energy to send a radio signal to the doorbell and make it ring.
Kinetic technology eliminates the need for a battery in the call button; it
operates through mechanical energy created when the button is pushed.
The doorbell’'s low-power electronic circuit minimises its impact on the
environment.
The button is rain resistant (IP44).
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\ TECHNICAL FEATURES

Max. distance

Doorbell melody
Power supply

Flash

Adjustable volume

Installation

Colours and materials
Operating temperature
Single product features

Standard and certification

\ KIT CONTENTS

- 1 plug-in doorbell for 230 V socket

- 1 call button
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71 mm

150 m open air range - 433 MHz frequency

36 melodies

Doorbell: powered via a 230 V socket
Call button: Kinetic - no batteries

Yes

Yes (80 dB max.)

Plug the doorbell into a 230 V socket - Fix the button with
screws

Doorbell: 50% recycled white plastic
Button: 50% recycled white plastic

-40°C/+60°C

Doorbell dimensions: 71 (H) x 71 (W) x 70 (D) mm
Button dimensions: 90.3 (H)x 41.1(W)x 31.7(D) mm

CE (EMC, RED), RoHS

\ DOORBELL RATIO RANGE
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