
MOTOR DRIVE
WITH PIVOTING ARMS
for 2-panel swing gates
Ref.114200

OPENING YOUR SWING GATE HAS NEVER BEEN EASIER 

Avidsen’s latest motor drive with pivoting arms will reproduce the gate’s natural movement and extend its life. This fast 
but quiet motor drive, with a progressive open and slow close, will delight you with its simple and elegant design. It 
allows you to open a gate up to 2.5m in size and 250kg per panel. If there is a power failure, the manual release key will 
allow you to open your gate in complete safety.
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\\  PRODUCT BENEFITS

- Start-up is easy thanks to the auto-learning function: the motor drive 
automatically learns and saves your configuration.

- Safer and more comfortable to use thanks to end cycle deceleration (soft 
close) and automatic stop on encountering an obstacle.

- Your gate opens naturally, extending its life.

- Can control more than 95% of gates on the market, maximum panel 
size of 2.5m and 250kg

- This motor drive is compatible with all types of audio and video 
intercoms on the market (the gate can be opened from the 
intercom).

- This motorised gate is compatible with the solar power kit ref. 
114374 (optional, not included in this kit). This solar power kit 
allows you to operate your drive using solar energy without 
having to use a 230V AC mains connection.
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• 	2 x 24V DC motors with pivoting arms and integrated 
electronics.

	 Mounting brackets included.
•	 2 x 433.92 MHz 4-button remote controls
• 	1 flashing light

\\  KIT CONTENTS



Need some help?
Avidssy 
will answer your questions at www.
avidsen.com
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\\  FEATURES

• 	For all types of panel gate: wood, iron, aluminium and PVC.
• Dimensions and weight: Max. 2.50 metres/250 kg per panel.
• Progressive start and end cycle deceleration (soft open and close)
• Adjustable force, speed and acceleration
• Manual unlocking of the motor using a key
• Automatic (after time delay) or semi-automatic closing (the gate can 

be closed by pressing the remote control)
• Pedestrian access: opens one panel only
• Automatic stop on encountering an obstacle
• Side gate mode (suitable for a single-panel gate)


