
SMOKE DETECTOR
CONTACTOR

HomeSmoke

STAND-ALONE SMART SMOKE DETECTOR, COMPLIANT WITH 
THE EN 14604 STANDARD AND TUV-CERTIFIED
The easy-to-install stand-alone smart smoke detector has become a necessity for alerting 
occupants when there is a fire. The concept is simple: if a fire breaks out, smoke enters the 
detector’s analysis chamber and triggers a loud and continuous alarm, warning occupants 
while they still have time to exit the building.
You will also get notifications on your smartphone, and you can create scenarios, such as 
turning on or flashing Avidsen Home bulbs (sold separately).

Wireless Easy setup90 dB1.5 V AA x2

Protects property and individuals, ideal for houses, flats, mobile homes and 
more
Ref.127065

Works
with the app

avidsen Home



KEEP AN EYE ON YOUR HOME AND LOVED ONES

Quickly detects any smoke from electrical shorts, sparks from chimney 
fires and fires in fabric or bedding from cigarettes or other causes.
A MUST for preventing incidents in the home.
On average, 2 detectors per home located in strategic positions.

Do not install in the kitchen as smoke from cooking may trigger 
the alarm.
Do not install in the garage.
Do not install near heat or air conditioning ducts.

SIT BACK AND RELAX: LET AVIDSENHOME TAKE CARE 
OF IT FOR YOU

Get smartphone notifications remotely.
The detector is an integral part of the AvidsenHome range, 
allowing you to set real life scenarios, so you don’t have to 
think about your products.
Sit back and relax, the rest will be taken care of for you!

Works
with the app

avidsen Home

POWER SUPPLY
1.5 V AA 

Energy efficient

90 DB
Loud siren

WIRELESS 

WiFi with 50 m range

EASY SETUP

x2



Need some help?
Avidssy 
will answer your questions at www.
avidsen.com

120 mm 35.5 mm

120 mm

WiFi 2.4 GHz

Range 50 m

Alarm volume 90 dB

Low battery < 2.6-2.8 V

Product lifespan 10 year

Operating temperature 0 to 40°C

Max. operating humidity 95%

\\  TECHNICAL
SPECIFICATIONS

\\  KIT CONTENTS
- 1 smart smoke detector
- 2x LR06 (AA) batteries
- 1 set of screw


