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A - SAFETY INSTRUCTIONS
1 - SAFETY PRECAUTIONS

•	 Please read this manual carefully before 
installing the device.

•	 Keep out of reach of children.
•	 Do not install the product outdoors.
•	 Before working on the product, switch off the 

residual-current device.

2 - WARNINGS

This product is designed to control a boiler (gas, 
oil, non-reversible heat pump). Any other use of the 
product is not covered by the guarantee and does 
not entitle the user to technical support. Avidsen 
accepts no liability for any damage caused to 
persons, property or animals resulting from failure 
to comply with the instructions provided in this 
manual. Ensure that children do not play with the 
device. 

3 - MAINTENANCE AND CLEANING 

•	 Clean the outside of the box occasionally. 
•	 Before working on the product, switch off the 

residual-current device.
•	 Do not use abrasive substances, substances 

containing alcohol, thinners or flammable 
substances.

•	 Do not spray cleaning products directly onto the 
product.

4 - DISPOSAL

This symbol indicates that devices that 
are no longer usable must not be 
disposed of with regular household 
waste. The toxic substances they may 
contain can pose a risk to health and the 

environment. Such devices must be returned to 
the reseller or disposed of in accordance with local 
authority requirements.

Pour en savoir plus : 
www.quefairedemesdechets.fr
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B - PRODUCT DESCRIPTION
The HomeTemp programmable thermostat allows you to control the temperature of your home directly 
from your smartphone (Apple and Android). It also features a large backlit LCD screen.
Installation and use are simple and can be easily adapted to any lifestyle. Weekly programming can also 
be set through the app or directly on the thermostat.

1 - KIT CONTENTS

1 1 connected thermostat
2 Wall plug and fixing screw

1 x1 2 x2

2 - SPECIFICATIONS

1.	 Weekly programming directly on the thermostat or via the app
2.	 Operating temperature range: 0°C ~ 40°C
3.	 Adjustable temperature range: 1°C ~ 70°C (in 0.5°C increments), Default 5°C ~ 35°C
4.	 Temperature measurement accuracy: ±1°C (at 20°C)
5.	 Power: 230 V AC / 50 Hz
6.	 Switching current: 6 A (2 A inductive load), 230 V
7.	 Backlighting: white
8.	 Compatible with 2.4 GHz Wi-Fi networks

3 - LCD DISPLAY

AUTO

HEAT COOL

1 Programmed Mode

2 Child Lock

3 Manual Mode

4 Holiday Mode

5 Heating On Indicator

6 Wi-Fi Connection Status

7 Cloud Connection Indicator 

8 Heating/Cooling Mode

9 Open Window Mode

10 Day/Time Display

11 On/Off Button

12 Mode Selection Button

13 Confirm Button

14 Down Arrow/Up Arrow

AUTO

HEAT COOL

1

2

3

4

11 12

765108

9

13 14
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C - INSTALLATION
Before installing the product in its final location, 
make sure that the Wi-Fi signal of your modem/
router reaches that position. If the Wi-Fi signal 
range is not sufficient, increase it by installing a 
Wi-Fi extender.

1 - WIRING AND MOUNTING

The wiring diagram depends on the type of system; 
consult the boiler instructions. 

N LNO NC COM

AC230V
50/60Hz

Boiler Caution: before proceeding, make sure the power 
is switched off. If in doubt, consult a professional 
for installation.
1.	 Open the thermostat
2.	 Attach the mounting base to the wall (using
3.	 appropriate screws)
4.	 Proceed with the connection (refer to the 

diagram above based on the type of system)
5.	 Close the cover and clip the screen onto the 

mounting base

2 - SETTINGS

2.1 - SETTING THE TIME

With the thermostat switched on, press  to set 
the minutes. Press  a second time
to set the hours. Press  a third time to set the 
day of the week.
Use PRG  or PRG  to change the values. 
Press  to confirm the time.

2.2 - SETTING HOLIDAY MODE 

With the thermostat switched on, press and hold 
 for 3-5 seconds to enter holiday mode. When 

“OFF” flashes, press PRG  or PRG  to activate holiday 
mode, after which “ON” will be displayed.
Press  to confirm activation. Then use the PRG  
or PRG  buttons to set the number of days you want 
holiday mode to remain on. 
Press  to confirm, then set the temperature to be 
maintained by the thermostat for that period using 
the PRG  or PRG  buttons. Finally, press  to confirm 
and finish. 

2.3 - WEEKLY PROGRAMMING 

Six time ranges can be set for each day based on 
the following day divisions:



EN7

1.	 5+2 days (preset - same programming from 
Monday to Friday and different on Saturday 
and Sunday)

2.	 6+1 days (same programming from Monday 
to Saturday and different on Sunday)

3.	 7 days (same programming from Monday to 
Sunday)  

    4     5     6
Uscita da casa 
(Leaving home)

Ritorno a casa 
(Returning 

home)
Notte (Night)

14:30 17°C 18:00 20°C 12:30 18°C

    1     2     3
Sveglia (Waking 

up)
Uscita da casa 
(Leaving home)

Ritorno a casa 
(Returning 

home)

06:00 20°C 08:00 17°C 12:30 19°C

When the thermostat is switched on, press and 
hold  for 3-5 seconds to enter Programming 
mode. 
At this stage, 6 daily time ranges can be 
programmed. The number in the top left-hand 
corner indicates the time range being programmed 
(from 1 to 6 as shown in the image), while the 
number to the right of the  symbol indicates the 
programming mode being set (e.g. 5 will appear 
if the preset 5+2 weekly division is used, i.e. the 
same programming for Mon-Fri and different 
programming for Sat-Sun. Refer to section 2.4 
ADVANCED SETTINGS.
The time and temperature can be changed without 
having to maintain the default.
Change the time using PRG  or PRG  and press to 
confirm.
Change the desired temperature using PRG  or PRG  
and press  to confirm and continue. 
Repeat the process until all 6 time ranges have 
been set. Once finished, after 5 seconds of 
inactivity, the set programming will be automatically 
saved and the screen will return to the room 
temperature display.

2.4 - ADVANCED SETTINGS

When the thermostat is switched off, by pressing 
the  button the screen will show the symbols at 
the bottom of the display.
At this point, press  for 3-5 seconds to open the 
advanced settings (see table below).
Press  to confirm and continue. 

Press PRG  and PRG  to change the individual setting.
Once finished, the setting will automatically be 
saved after 5 seconds of inactivity and then exit.

No. Options Functions
Default 
value 

A1 Temperature 
calibration

-9 +9°C (shows the correct 
room temperature) -1°C

A2
Startup temperature 
tolerance 0.5-2.5°C 1°C

A3 Child lock
(see section 2.5)

0: Partial lock (allows the 
display to be viewed, but 
does not allow changes)
1: Total lock

0

A4

Thermostat status 
in case of power 
failure

0: Thermostat maintains 
previous status
1: Thermostat remains off
2: Thermostat turns on

0

A5
Programming days 
of the week

0: 5+2
1: 6+1
2: 7

0

A6 Minimum 
temperature limit 1-10°C 5°C

A7 Maximum 
temperature limit 20-70°C 35°C

A8

Low temperature 
protection (frost 
protection) 
 

1-10°C
When = “10°C” appears, 
press until “--” appears on the 
display, cancelling the frost 
protection

5°C

A9
Standby display 
brightness 

0: Off 
1: Low brightness 
2: Medium brightness

2

AA

Operating 
temperature of open 
window function

5-25°C
When the temperature is set 
at 5°C, press the display and 
“--” will appear to deactivate 
this function

--

AB

Operating time of 
the open window 
function 5 - 60min 15

AC Factory Reset

Ao flashes on the display; 
hold until you see the display 
with all the symbols

AD

Heating/Cooling 
Mode 0: Heating

1: Cooling 0

2.4.1 - OPEN WINDOW MODE

The thermostat can detect a sudden drop in tem-
perature caused by a window being opened. With 
this function active, the heating, if on, is interrupted 
to avoid inefficient consumption.

C - INSTALLATION
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C - INSTALLATION
2.5 - ADDITIONAL FUNCTIONS AND SETTINGS 

CHILD LOCK mode: this option allows you to lock 
the controls remotely or directly on the thermostat 
so that no changes can be made.
FROM THE APP: you can do this by clicking on the 

 symbol. To unlock, click on the  symbol again.
FROM THE THERMOSTAT: you can do this by 
holding down the PRG  button for 5 seconds.

DEVICE GROUPING mode: you can connect 
several thermostats together as a group and control 
them all at the same time. 
FROM THE APP: you can do this by clicking in 
the top right-hand corner and then clicking on the 
“Crea gruppo” (Create a Group) option. If you have 
several connected thermostats, tick each one you 
want to be part of the group and once the selection 
is confirmed you can name the group.
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D - CONNECTION
1 - INSTALLING THE APP AND CREATING AN 
ACCOUNT

1.1 - PREPARING FOR WI-FI CONNECTION

You will need a smartphone and a wireless router.

- Step 1: Download the Avidsen Home app from
Play Store or App store.
   

Open the app and log in if you already have an 
account. If you do not have an account, tap on 
CREER UN NOUVEAU COMPTE (CREATE A 
NEW ACCOUNT) and let the app guide you.

Once you have accepted the privacy policy, create 
an account using an e-mail address.     

Select the country and, after entering the e-mail 
address, select Obtenir le code de vérification 
(send verification code).

Within a few seconds, you will receive a verification 
code at the specified e-mail address. Enter the 
code to complete the registration. 
Caution: the e-mail with the verification code may 
be sent to your junk mail. 
If you do not receive the code before the end of the 
specified time, tap renvoyer (resend) and check the 
e-mail address entered.
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To finalise the registration, set a password of 
between 6 and 20 alphanumeric characters. 
Finally tap Terminé (Done).

1.2 - CONNECTING THE THERMOSTAT 

To start Wi-Fi pairing, from the thermostat, press 
and hold the  +  buttons at the same time for 
at least 5 sec.
The  and  symbols will start flashing.

From your smartphone, activate the Bluetooth 
function.
From the main screen of the Avidsen Home app, 
click the “+” symbol in the top right-hand corner to 
add the HomeTemp Thermostat.

HomeTemp

The app will indicate that it has found a new device 
to pair.
To continue, click on the AGGIUNGI (ADD) button.

On the next screen, you will be asked to select the 
Wi-Fi network you want to connect the thermostat 
to and to enter the password of your Wi-Fi network.

********

Once you have entered your Wi-Fi network 
access credentials, a screen will appear indicat-
ing that the new device has been added to the 
Avidsen Home app.

HOMETEMP

D - CONNECTION
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D - CONNECTION
The thermostat is now operational and will be 
displayed on the Avidsen Home app. 
The product can also be renamed by touching the 
pencil symbol to the right of the name.
From this point on, it will be possible to manage the 
Avidsen thermostat directly from your smartphone.

1.3 - USE VIA THE APP

Select the thermostat on the initial page
of the app.

HomeTemp

The thermostat page will display
all the relevant information and possible actions

8

6

41

5

7

32

1 ON/OFF button

2 Mode selection (programmed, manual, holiday)

3 Child lock

4 Settings

5 Set temperature

6 Room temperature

7 Temperature control 

8 Modify the product name and information

1.3.1 - WEEKLY PROGRAMMING
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D - CONNECTION
Enter the “IMPOSTAZIONI” (SETTINGS) and 
click the “Programma settimanale” (Weekly 
programming) button to choose one of the 3 
options (see section 2.3).

To change the on and off times and the 
temperatures to be maintained during the selected 
periods, click on “IMPOSTA PROGRAMMA 
SETTIMANALE” (SET WEEKLY PROGRAMME)
(see image below based on the 5+2 programming 
example):

Select “GIORNO FERIALE” (WEEKDAY) (Mon-
Fri) or “GIORNO FESTIVO” (WEEKEND) (Sat-
Sun) to modify the time ranges and temperatures.

Starting with the first one, select a period to modify; 
the following screen will be shown:

On this page you can change:

•	 The start time from which to apply the new
•	 Set temperature
•	 Target temperature

Continue to modify the 6 daily periods and click on 
“SALVA” (SAVE) to save the programming.

PROGRAMMING EXAMPLE:  the programming 
is divided into 6 periods during the day in hours 
and minutes 

PROGRAMMING EXAMPLE:  the heating starts 
at 06:30 and ends at 08:00, restarts at 11:00 and 
ends at 13:00, and restarts at 19:00 and ends at 
22:00

Set the target temperature for period 1, from 06:30 
to 08:00.
Set the minimum temperature at 5°C for period 2, 
from 08:00 to 11:00 (the boiler stops).
Set the target temperature for period 3, from 11:00 
to 13:00.
Set the minimum temperature at 5°C for period 4, 
from 13:00 to 19:00 (the boiler stops).
Set the target temperature for period 5, from 19:00 
to 22:00.
Set the minimum temperature at 5°C for period 6, 
from 22:00 to 06:30.
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1.4 – SETTINGS

The settings menu allows you to
- Change the temperature offset between the 

thermostat reading and the actual room 
temperature

- Change the minimum and maximum temperature 
limit that can be set

- Set the thermostat “status” when switching back 
on after a power failure

- Set the thermostat operating mode between 
Heating and Cooling (to operate it with an air-
conditioning system)

1.5 – COMPATIBILITY WITH VOICE 
ASSISTANTS

This connected thermostat is compatible with the 
Google Home and Alexa voice assistants. 
To pair the thermostat, please refer to the voice 
assistant user manual.

Once paired, the following commands can be used:
- Switch the thermostat on and off
- Alexa, turn on the thermostat
- OK Google, turn off the thermostat
- Ask to raise/lower the temperature
- Alexa, increase the temperature by 1°C
- OK Google, lower the temperature by 1°C
- Ask it to set an exact temperature
- Alexa, set the temperature to 20°C
- OK Google, set the temperature to 20°C
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F - TECHNICAL AND LEGAL NOTES
1 - TECHNICAL SPECIFICATIONS

Wi-Fi protocol Wi-Fi 2.4 GHz (802.11 b/g/n)

RF and Wi-Fi range (line of sight) 30m

Use Indoors

Operating temperature 1°C / 70°C
Storage T° 0°C / +50°C

Power 230 V AC

Measurements and weight 130mm x 90mm x 29mm

Max. load 1150 W

2 - GUARANTEE

This product is covered by a 2-year parts and 
labour guarantee valid from the date of purchase. 
To make a claim under the guarantee, you must 
retain the proof of purchase. 
The guarantee does not cover damage due to 
impacts or accidents.

3 - SUPPORT AND ADVICE

•	 Although we have taken great care in designing 
our products and preparing this manual, if you 
experience any difficulties during installation 
or have any questions, please do not hesitate 
to contact our specialists, who are always 
available to answer all your questions.

•	 If the product malfunctions during or a few 
days after installation, please contact customer 
support and make sure you are within reach of 
the product so that technicians can immediately 
diagnose the source of the problem, which is 
most likely due to incorrect setting or improper 
installation. If, on the other hand, the problem 
stems from the product itself, the technician 
will provide the user with a special reference 
number so that is can be returned to the store.

Without this reference number, the reseller may 
refuse to replace the defective product. 
Need help with installing and setting up the 
product?
Contact our after-sales service technicians on the 
following number:

Customer support: 
0 892 701 369
Monday to Friday from 9:00 to 12:00 and 14:00 
to 18:00.

Avidsen undertakes to keep a stock of spare parts 
for this product during the contractual guarantee 
period.

4 - DECLARATION OF CONFORMITY

With the RED Directive
Avidsen declares that the above product conforms 
with the RED Directive 2014/53/EU and that this 
conformity has been assessed in compliance with 
the following standards:

EN 301 489-1 V2.2.3
EN 301 489-17 V3.2.6
EN 55032:2015/A1:2020
EN 55035: 2017/A11:2020
EN 300 328 V2.2.2
EN 62311: 2020
EN 62368-1:2020+A11:2020

Tours, 14/11/2024
Alexandre Chaverot, Chairman
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