
Make installing your videophone easy with the latest product from Thomson’s 
videophone range. This wireless videophone is compatible with all homes thanks to 
its wireless technology and PowerBox, which gives it a range of up to 350m. Thanks 
to its portable screen with a stand and battery, you can easily place your monitor on 
a piece of furniture, and greet your visitors from anywhere in your home.
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PRODUCT BENEFITS 

WIRELESS colour videophone
Simplifies installation of your wireless access control system

512286

THOMSON AIR

Wireless
350m range

Easy to install

Polarity
protect

SD



FEATURES

Simple, wireless installation for any home
-	 350m* range between the intercom panel and 

screen

-	 Set the screen on a piece of furniture (no 
fasteners) or mount it on the wall

-	 Battery-powered intercom panel

Portable screen to answer wherever you 
are in your home
-   Screen with 1hr battery life (and 5 calls)

- Rechargeable screen (5V-2A charger included)

More functions for an improved 
experience and better security
-	 HD video quality

-	 Surface- or recess-mounted panel for a high-
quality installation

-	 Saves photos to the internal memory and video 
to an SD card

-	 Door Check security function included to monitor 
your entrance

-	 Discreet night vision using infrared LEDs

Can also be placed 
on a piece of furniture 
or any flat surface

French 
electronic 

design

HD
video 

quality

Door Check
function

Portable
screen

WIRELESS
Open air range 

of 350m

KIT COMPONENTS

•	 1 screen

•	 1 intercom panel (surface-mount configuration)

•	 1 PowerBox

•	 1 aerial

•	 1x 8GB SD card

•	 Connection cable between the panel and PowerBox: 1m

•	 Supplementary power supply for the intercom panel

•	 Indoor power supply for the screen

•	 Screws
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TECHNICAL SPECIFICATIONS

WIRING DIAGRAM

Wiring Wireless

Max. distance
350m wireless - communication frequency between the intercom panel and screen: 
2.4GHz

Dry contact Lock AND gate

Doorbell melody
6 melodies
Sound level: 85dB

Screen features

Diagonal: 7" (18cm)
Resolution: 1296 x 732px
Internal memory: photos
External memory: videos (max. 8 GB SD card included)

Intercom panel features

Sensor: CMOS colour
Viewing angle: H105°
Lens: fixed
Night vision: discreet with infrared LEDs
Strike plate control: 12V/1A for 0.5s
Gate control: breaking capacity 12V/2A for 2s
Surface mounting

Settings
Image: brightness, contrast, colours
Audio: ring volume, conversation volume

Finish
Screen: grey and black plastic
Intercom panel: aluminium and plastic
PowerBox: grey plastic

Electrical features
Monitor: 5V/1A
Intercom panel: 4x1.5V LR20 or external 12V/2A power supply

Operating temperature -10°C/+40°C

Operation
Monitor: interior 
Intercom panel: exterior (IP44)

Single product features

Monitor dimensions: 15.7cm (H) x 20.5cm (W) x 1.8cm (D)
Intercom panel dimensions: 16.4cm (H) x 7.8cm (W) 3.9cm (D) 
PowerBox dimensions: 22.2cm (H) x 16.6cm (W) x 6 cm (D)
Weight: 1.9kg

Kit features
Dimensions: 34.5cm (H) x 28.5cm (W) x 8.5cm (D)
Weight: 2.2kg

Standard and certification CE, RoHS, REACH

25m
max

25m
max

16,6cm

7,8cm

2
2

,2
cm

20,5cm

15
,7

cm

16
,4

cm

350m***
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4 x LR20**

* *
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*: Option
**: Not included
**: Unobstructed 
range


